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Yealink VC Desktop Specification

Protocal

Max Video Resolution

Video Features and
Network Adaptability

Network and Security

H.323 

SIP

Features

System Requirement

Content sharing

Decode

Encode

Video Codecs

Forward Error Correction (FEC)

Video packet loss recovery

Max Bandwidth Capability

Bandwidth dynamic adaptive adjustment

Bandwidth Custom Setting

Audio Codecs

Audio packet loss recovery

Yealink Noise Proof Technology

AEC (Acoustic Echo Canceling)

VAD (Voice Activity Detection)

CNG (Comfort Noise Generator)

PLC (Packet Loss Concealment)

AJB (Adaptive Jitter Buffer)

AGC (Automatic Gain Control)

TCP/IP, DHCP/Static IP

AES Encryption

TLS/SRTP, H.235

Traversal Features

Windows devices

Mac devices

Audio Features

Support Yealink VC Cloud Management Service and Yealink Meeting Server, H.323/SIP Call, Meet Now, 

Schedule, Calendar, Conference Reminder, Enterprise and Local Contacts, CDR, Cryptographic Session, 

DTMF (inbound, RFC 2833, SIP INFO), PIP (picture in picture), Audio and Video On/Off, Content Sharing, 

Conference Control, Call Statistics.

H.245, H.225, H.235, H.241

SIP v1 (RFC2543), SIP v2 (RFC3261)

H.239 (H.323) / BFCP (SIP)

1080P30

720P30

H.264 High Profile, H.264, H.263

�‹  

30%

2000kbps

�‹  

�‹  

Opus, G.722.1.C, G.722.1, G.722 (7KHz), G.711 u/a

30%

�‹

�‹

�‹  

�‹

�‹

�‹  

�‹  

�‹  

�‹  

�‹  

NAT, H.460, STUN, TURN, ICE

Windows 7/8/10

Mac OS 10.8 or later 
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